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<!-- #BeginEditable "doctitle" --> 
<title>Welding Ovens by Keen</title><meta name="description" content="American manufacturer of welding consumable storage ovens.   Wide selection of ovens for stick electrodes, sub-arc flux, flux-cored wire, TIG wire and more!"><meta name="keywords" content="weld, welding, rod, rods, ovens, electrode, mig, tig, reconditioning">  <meta name="google-site-verification" content="oZGPKsysKIkoFu3WskpZmVUv2cLQSJFodAEIhvqAkQA" /><meta name="google-site-verification" content="AYhb-S1TkcgAYJg67mKDEleGN5pAid4re-0L3Lpk-yo" />
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<meta http-equiv="Content-Style-Type" content="text/css"> <meta http-equiv="Content-Type" content="text/html; charset=utf-8"> 
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        <TR>
          <TD WIDTH="135" align="center"><p> <a href="products/spooled-wire.html"></a> <A HREF="products/stick-electrodes.html">Stick Electrode<br>
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          <TD WIDTH="135" align="center"><p> <A HREF="products/flux_ovens.htm">Submerged Arc Flux Ovens</A></p></TD>
          <TD WIDTH="152" align="center"><A HREF="products/stick-electrodes.html"></A>  <a href="products/spooled-wire.html">Spooled Wire <br>
            Ovens</a> </TD>
          <TD width="151" align="center"><a href="products/multi-purpose.html">Multi-Purpose <br>
            Ovens</a></FONT></TD>
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      <DIV ALIGN="CENTER">
        <HR ALIGN="LEFT">
        <table width="581" border="0">
          <tr>
            <td width="575" align="left"><p><a name="industrial"></a></p>
              <h2 class="style14">About Keen Custom Industrial Ovens:</h2>
              <p>Clients around the world contact Keen to design and build  custom industrial ovens for a variety of applications. If you are seeking an  industrial batch oven to fit your part(s), we can design electrical custom  ovens with various shelving styles, wide ranges of heating capacity, various  temperature control methods and much more. Keen industrial batch ovens can be top  loading, front loading, bench level, floor level and with a variety of features  and specifications.  Both front-loading  and top-loading oven styles are available with natural convection or  forced-convection capabilities. See detailed description of <a href="products/batch-ovens.html">Keen Industrial Batch Ovens</a>. </p>
              <p><strong>Front-Loading Industrial Ovens</strong></p>
              <p><img src="photos/industrial/k-vf96-sm-nback-100.jpg" width="104" height="98" hspace="5" align="right">Keen front-loading industrial ovens are bench level or floor  level cabinet ovens and are available in single door for smaller sizes, and  double door for larger sizes.  We offer  front-loading industrial ovens with less than <a href="products/preheat-under-10.html">10 cubic feet</a> of work space, <a href="products/preheat_ovens-over-10.html">10-20 cubic feet</a>, and  large capacity, heavy-duty reinforced ovens up to <a href="products/preheat_ovens-over-20.html">80 cubic feet</a>.</p>
              <p>A variety of temperature ranges, temperature controls and  wattages are available, enabling our industrial ovens to be tailored to  clients’ unique applications.  Depending  upon the part’s size and weight we can design shelving to suit customer  preferences, install heating elements on the sides or bottom, or even design  removable tray systems to enhance process efficiency.  We can also design stationary stands or  rolling stands with casters to suit customer needs.</p>
              <p>Please review the industrial oven categories in the left  margin and select the size that suits your needs.  Please call us with questions at 
                1-888-512-2870.</p>
              <p><strong>Top-Loading Industrial Ovens</strong></p>
              <p><img src="photos/preheat/front-k-tl-4.jpg" width="88" height="100" hspace="5" align="right">Keen top-loading units are typically floor level industrial  ovens available in single door and double door configurations depending upon  size.  We organize the top-loading ovens  on our website according to interior size, and they are available in ranges  less than <a href="products/preheat_ovens-under-10-top.html">10 cubic feet</a>, <a href="products/preheat_ovens-over-10-top.html">10-20 cubic feet</a> and over <a href="products/preheat_ovens-over-20-top.html">20 cubic feet</a>.</p>
              <p>A variety of temperature ranges, temperature controls and  wattages are available, enabling our industrial ovens to be tailored to  clients’ unique applications.  Depending  upon the part’s size and weight we can design shelving to suit customer  preferences, install heating elements on the sides or bottom, or even design  removable tray systems to enhance process efficiency.  We can also design stationary stands or  rolling stands with casters to suit customer needs.</p>
              <p>Please review the industrial oven categories in the left  margin and select the size that suits your needs.  Please call us with questions at 
                1-888-512-2870.<br>
                <a name="welding"></a></p>
              <h2 class="style14">About Keen Welding Consumable Storage Ovens:</h2>
              <p><em><img src="photos/K-MPO-home.jpg" width="105" height="77" hspace="5" align="right">Since  1923</em>, welding professionals around the world have trusted Keen  welding ovens for dependable, welding consumable storage. Our stick electrode  ovens, submerged arc flux ovens and custom consumable storage ovens can fulfill  just about any requirement. </p>
              <p>Welding technology changes rapidly and Keen welding is there  for you. Our mixed-use MIG wire and TIG wire storage oven (K-1000M&amp;T) was  the first in the industry. Other firsts were the segregated TIG filler rod  storage oven (KT-99) and inert atmosphere welding consumable storage ovens  (nitrogen purge capable).  Our  engineering staff at Keen Ovens strives to keep the convenience and practical  needs of today's welders foremost in their productions.</p>
              <p><strong>Types of Ovens:</strong></p>
              <p><a href="https://www.keenovens.com/products/stick-electrodes.html"><strong>Welding  Electrode Rebake Ovens</strong></a> - Coatings on welding electrodes quickly  absorb atmospheric moisture when taken out of the can. This moisture contains  hydrogen which will eventually enter the weld and cause cracking. <strong>Damaged electrodes need to be rebaked at  high temperatures to restore them</strong>. <a href="https://www.keenovens.com/products/kht-500.htm">The  Keen KHT-500</a> 500 lb. capacity oven and the <a href="https://www.keenovens.com/products/kht-900.htm">KHT-900</a> 1000 lb. capacity oven are perfect solutions. Our proprietary shelving  configuration will ensure effective heating and restoration of your electrodes.</p>
              <p><a href="https://www.keenovens.com/products/flux_ovens.htm"><strong>Welding Flux  Storage and Rebake Ovens</strong></a> - We offer 125 lb, 300 lb and 600 lb  hopper-style flux holding ovens with maximum temperature of 550°F for  maintaining factory fresh dryness. We also offer the 600 lb. high temperature <a href="http://www.keenovens.com/products/khtf-600.htm">KHTF-600</a> flux rebake oven which reaches 1000°F. <strong>Our  flux ovens have the quickest heat-up times in the industry </strong>due to our  unique element configuration and rugged oven design.</p>
              <p><u><a href="https://www.keenovens.com/products/stick-electrodes.html"><strong>Portable  Welding Electrode Ovens</strong></a></u> - We offer a broad range of  capacities in our portable range. We manufacture 5 lb., 15 lb. and 50 lb.  portable models. Rugged and durable, these ovens will keep your rods factory  dry in the field. Available with or without thermostat. Take what you need from  the shop holding oven, and load up a Keen portable before heading to the field.</p>
              <p><a href="https://www.keenovens.com/products/spooled-wire.html"><strong>MIG Wire</strong></a><strong> and <a href="https://www.keenovens.com/products/tig-filler-wire.html">TIG Filler Rod</a> Holding Ovens</strong> - We offer  the broadest range of MIG &amp; TIG storage ovens in the welding industry. For  small shops we have compact bench-top models like the <a href="https://www.keenovens.com/products/k-4rs.htm">K-4RS</a> which holds 4-33# wire spools, and the <a href="https://www.keenovens.com/products/k-4rsm-storage-oven.htm">K-4RSM</a> which holds up to 4-60# wire spools.  For the large shop we offer a broad range of options for Mig, Tig and mixed  storage ovens like the industry first <a href="https://www.keenovens.com/products/k-mpo.htm">K-MPO</a> mixed use oven and the <a href="https://www.keenovens.com/products/kt-99.htm">KT-99</a> originally designed for Boeing. <strong>With Keen, your expensive MIG and TIG  consumables will always be protected.</strong></p>
              <p><a href="https://www.keenovens.com/products/stick-electrodes.html"><strong>Floor Welding Electrode Ovens</strong></a> and <a href="https://www.keenovens.com/products/stick-electrodes.html"><strong>Bench Welding Electrode Ovens</strong></a> - Our  450 lb. capacity <a href="https://www.keenovens.com/products/k-450.htm">K-450</a> model is known around the world for its  rugged construction and ease of use. There are units still in use since the  early 1970's. The <a href="https://www.keenovens.com/products/k-200.htm">K-200</a> is very popular with the smaller shop  for its compact size and efficient heating. The larger floor models like the <a href="https://www.keenovens.com/products/k-900.htm">K-900</a> and <a href="https://www.keenovens.com/products/k-1000.htm">K-1000</a> are terrific cost-effective storage  solutions for the large shop. The floor models are built with forklift slots  for ease of handling around the shop.</p></td>
            </tr>
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